CL880I SERIES

8 Inch High Resolution VGA LCD Display

e 8 Inch TFT LCD Monitor, 4:3 Aspect Ratio
* VGA / Video / Audio Input

e Touch function optional

¢ 5-wires resistive touch panel

* 800 x 600 resolution / 500:1 Contrast

e 250cd/m? brightness / LED Backlight

¢ Folding Bracket
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FEATURE

Image Flip Function Abundant Interface Foldable Bracket

CL8801N has Image Flip(Horizontally & Vertically) function.Using this Speaker Built-in Bracket Fold easily,Make CL8801N
function it is convenient to watch the display even the monitor is reverse stand alone.There are holes one
installation. bottoms of bracket,in order to make

CL8801N Hanging on the wall.
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Image Flip horizontally

Original Image Image Flip vertically

Customized SKS Cable

One Side: Customized 14 Pin SKS terminal
The other side:

4:3 Mode ® 9 Pin VGA terminal (Black)
® 2 RCA Video terminal (Yellow)
® 1 RCA Audio terminal (White)
® 1 DCinput (Black)

SPECIFICATIONS

CL8801N (Without Touch Function) Viewing Angle 140°(H) / 120°(V)
Model No. CL88O1INT (4-Wires resistive touch) Voltage DC11-13V
CL88O1INT-5W (5-Wires resistive touch) Power consumption <12w
Description 8 inch TFT LCD Monitor Speaker x1(Built-in backside)
LCD Size 8inch Audio output <1.2w
Signal Input VGA x 1/ Video x2 / Audio x 1 Work temperature -20760C
Resolution 800 x 600 Store temperature -30~70C
Backlight LED Size(mm) 205L x 178W x 67H (Folding),205L x 150W x 210H (Unfolding)
Dot Pitch 0.0675(W) x 0.2025(H) mm Weight 9508
Active area 162.0(W) x 121.5(H) mm Certification FCC,CE,RoHS
Color System PAL-4.43,NTSC-3.58 Warranty Time 12 months
Brightness 250 cd/m?
Contras 500:1 Accessorias VGA Cable,14-pin SKS cable,RemoteControl,

. DC 12V Home Power,12V Car Power,Manual
Aspect Ratio 4:3
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